
 

DIVISION  OF  GENERAL  MOTORS  ●  ANDERSON, INDIANA 

SERVICE TEST SPECIFICATIONS 
 

MOTOR‐GENERATORS 

 

The specifications contained in this bulletin are for the purpose of testing the output and performance 
of Delco‐Remy motor‐generators in use in the service field and apply only when tests are conducted as 
recommended in service bulletin 1MG‐150. 

To obtain full performance data on the motor‐generator, or to determine the cause of abnormal operation, 
the motor‐generator should be subjected to a “no  load” test or a “generator output” test.   The generator 
output test can be performed with the motor‐generator on or off the engine.   The “no load” test must be 
performed with the motor‐generator removed from the engine. 
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Spec. 
No. 
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Spring 

Tension 
(Oz.) 

FIELD CURRENT 
(80°F) 
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(80°F) 
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Amps Volts Amps Volts 
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R.P.M. 
Volts 

Av. 
Amps 

Max. 
Amps 

Min. 
R.P.M. 

Max. 
R.P.M. 

1101926   C A 3101 22-26 1.52-1.62 12 12 14 4950 11 12 18 2500 2900 
1101927   C A 3102 24-32 1.43-1.54 12 10 14 5450 11 13 17 2500 3000 
1101928   C A  3101 22-26 1.52-1.62 12 12 14 4950 11 12 18 2500 2900 
1101929   C A  3102 24-32 1.43-1.54 12 10 14 5450 11 13 17 2500 3000 
1101930   C A  3102 24-32 1.43-1.54 12 10 14 5450 11 13 17 2500 3000 
1101931   C A  3102 24-32 1.43-1.54 12 10 14 5450 11  13 17 2500 3000 
1101932   C A  3102 24-32 1.43-1.54 12 10 14 5450 11  13 17 2500 3000 
1101933   C A  3102 24-32 1.43-1.54 12 10 14 5450 11  13 17 2500 3000 
1101934   C A  3101 22-26 1.52-1.62 12 12 14 4950 11  12 18 2500 2900 
1101938   C A  3104 24-32 1.52-1.62 12 15 14 3400 11   9 14 1650 1950 
1101939   C A  3102 24-32 1.43-1.54 12 10 14 5450 11  13 17 2500 3000 
1101940   C A  3101 22-26 1.52-1.62 12 12 14 4950 11  12 18 2500 2900 
1101941   C A  3102 24-32 1.43-1.54 12 10 14 5450 11  13 17 2500 3000 
1101942   C A  3102 24-32 1.43-1.54 12 10 14 5450 11  13 17 2500 3000 
1101943   C A  3102 24-32 1.43-1.54 12 10 14 5450 11  13 17 2500 3000 
1101944   C A  3105 24-32 1.45-1.57 12 10 14 5450 11  13 17 2500 3000 
1101945   C A  3101 22-26 1.52-1.62 12 12 14 4950 11  12 18 2500 2900 
1101947   C A  3101 22-26 1.52-1.62 12 12 14 4950 11  12 18 2500 2900 
1101948 CC A  3102 24-32 1.43-1.54 12 10 14 5450 11  13 18 2500 2900 
1101949  C A  3101 22-26 1.52-1.62 12 12 14 4950 11  12 18 2500 2900 
1101950 CC A  3102 24-32 1.43.-1.54 12 10 14 5450 11  13 17 2500 3000 
1101951 CC A  3104 24-32 1.52-1.62 12 15 14 3400 11   9 14 1650 1950 
1101952   C A  3108 24-32 1.52-1.62 12 14 14 3600 11   7 12 1600 1900 
1101953 
1101954 
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1101955 CC A  3104 24-32 1.52-1.62 12 15 14 3400 11   9 14 1650 1950 
1101956   C A  3102 24-32 1.43-1.54 12 10 14 5450 11  13 17 2500 3000 
1101957   C A  3102 24-32 1.43-1.54 12 10 14 5450 11  13 17 2500 3000 
1101958   C A 3105 24-32 1.45-1.57 12 10 14 5450 11 13 17 2500 3000 
1101960  C A 3101 22-26 1.52-1.62 12 12 14 4950 11 12 18 2500 2900 
1101961  C A 3104 24-32 1.52-1.62 12 15 14 3400 11  9 14 1650 1950 
1101962  C A 3102 24-32 1.43-1.54 12 10 14 5450 11 13 17 2500 3000 
1101963  C A 3105 24-32 1.45-1.57 12 10 14 5450 11 13 17 2500 3000 
1101964  C A 3104 24-32 1.52-1.62 12 15 14 3400 11  9 14 1650 1950 
1101965  C A 3101 22-26 1.52-1.62 12 12 14 4950 11 12 18 2500 2900 

 

CO1.2, 1.2X 1.252, 131, 132:16, WDS, WDPS, FD                 
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1101966    C A 3104 24-32 1.52-1.62 12 15 14 3400 11  9 14 1650 1950 
1101967 CC A 3104 24-32 1.52-1.62 12 15 14 3400 11  9 14 1650 1950 
1101968   C A  3102 24-32 1.43-1.54 12 10 14 5450 11 13 18 2500 2900 
1101969   C A  3101 24-32 1.52-1.62 12 12 14 4950 11 12 18 2500 2900 
1101970   C A  3101 24-32 1.52-1.62 12 12 14 4950 11 12 18 2500 2900 
1101971   C A  3101 24-32 1.52-1.62 12 12 14 4950 11  12 18 2500 2900 
1101972   C A  3102 24-32 1.43-1.54 12 10 14 5450 11  13 18 2500 2900 
1101973   C A  3101 24-32 1.52-1.62 12 12 14 4950 11  12 18 2500 2900 
1101974   C A  3102 24-32 1.43-1.54 12 10 14 5450 11  13 18 2500 2900 
1101975   C A  3102 24-32 1.43-1.54 12 10 14 5450 11  13 18 2500 2900 
1101977   C A  3104 24-32 1.52-1.62 12 15 14 3400 11   9 14 1650 1950 
1101978   C A  3101 24-32 1.52-1.62 12 12 14 4950 11  12 18 2500 2900 
1101979   C A  3105 24-32 1.45-1.57 12 10 14 5450 11  13 17 2500 3000 
1101980   C A  3101 24-32 1.52-1.62 12 12 14 4950 11  12 18 2500 2900 
1101981   C A  3101 24-32 1.52-1.62 12 12 14 4950 11  12 18 2500 2900 
1101982 CC A  3102 24-32 1.43-1.54 12 10 14 5450 11  13 18 2500 2900 
1101983   C A  3108 24-32 1.52-1.62 12 14 14 3600 11   7 12 1600 1900 
1101984   C A  3101 24-32 1.52-1.62 12 12 14 4950 11  12 18 2500 2900 
1101985   C A  3107 24-32 1.52-1.62 12 30 14 5200 11  12 18 2700 3100 
1101986 CC A  3104 24-32 1.52-1.62 12 15 14 3400 11   9 14 1650 1950 
1101987   C A  3102 24-32 1.43-1.54 12 10 14 5450 11  13 18 2500 2900 
1101988   C A  3104 24-32 1.52-1.62 12 15 14 3400 11   9 14 1650 1950 
1101989   C A  3102 24-32 1.43-1.54 12 10 14 5450 11  13 18 2500 2900 
1101990   C A  3105 24-32 1.45-1.57 12 10 14 5450 11  13 17 2500 3000 
1101991   C A  3104 24-32 1.52-1.62 12 15 14 3400 11   9 14 1650 1950 
1101992   C A  3101 24-32 1.52-1.62 12 12 14 4950 11  12 18 2500 2900 
1101993   C A  3104 24-32 1.52-1.62 12 15 14 3400 11   9 14 1650 1950 
1114652   C B 3109 21 min. 4.2-4.7 24 75 28 4500 16  45 8000  
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